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Research Guide No. 001J 
Chassis Number Runs and Change Points by model  
 

Daimler SP 250  
 

 
 
 
First chassis number by production year, all bodies 
 
 

Year  Right Hand Drive Left Hand Drive 

1959 100570 (November) 100010 (March) 

1960 100598 100089 

1961 102629 100489 

1962 103890 101017 

1963 104131 101554 

1964 104344 101573 

Last 104456 (September 1964) 101585 (July 1964) 
 
 
 

 
 
 

 
 

Change Points by model year, all bodies 
 
 

 Cars were not always built in strict chassis number order. Not all chassis numbers in the full sequence were 
used, but were used in batches, as shown: 
 

 

 First chassis number Last chassis number 

Right 
Hand 
Drive 

100000 100005 

100570 100759 

101325 101509 

102510 102834 

103710 104456 

Left 
Hand 
Drive 

100010 100569 

100760 101324 

101510 101585 
 

 

 No chassis number prefix 

 No engine number prefix 

 Body prefix 
o 737 

 Chassis numbers 100000 to 100005 (1958-1964) were prototypes.   
 
 

 
 
 
 
 
 
 
 
 
 
Please note the information relating to the various change points, model years and dates are approximate. There may 
be minor discrepancies with specific vehicles due to manufacturing processes. This information must be treated as a 
guide only. 
 


